
Straight line design (I-shape)

Right angle design (L-shape)

Partial loop design (U-shape)

Customizable, thanks to a fl exible layout and modular design

A variety of system setups are available to suit your 

print outputs and job conditions. The Truepress Jet520 

also features a fl exible layout that allows it to fi t 

almost any space while accommodating your specifi c 

needs in terms of job content and printing volume.

The fl exibility to handle a variety of 
printing tasks
A single printing unit of Truepress Jet520 has the 

fl exibility to switch between printing full-web, single 

sided (Simplex) and half-web duplex (Single Engine 

Duplex). You can also combine two printing units to 

print full web, both sides of the paper (Dual Engine 

Duplex). This fl exible design makes the Truepress 

Jet520 an affordable choice.

A variety of installation setups
The Truepress Jet520 can be set up in a variety of 

shapes, depending on how the printing units and paper 

roll unwinder/rewinder units are positioned. These 

include a straight line design (I-shape), a partial loop 

design (U-shape), and a right angle design (L-shape). 

Simply choose the arrangement that best suits  

your needs.

Connect to postpress processing
Since the Truepress Jet520 has an open interface, it 

can be connected to a variety of postpress processing 

units, such as folding and cutting equipment. This 

contributes to an even more productive processing 

environment. Mail inserting system can be  

added offl ine.

Simplex

Single Engine Duplex
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The fl exibility to handle both variable and on-demand printing

The Truepress Jet520 features the SV-110 high-speed 

parallel processing controller, incorporating the latest 

Adobe RIP. The Truepress Jet520 can function both as 

a high-quality, high-volume variable data printing 

system and as a high-speed on-demand printing 

system, ensuring the optimal workfl ow for your 

particular job types and printing volume.

Variable printing workfl ow
Variable printing is indispensable for the success in 

the business of one-to-one marketing. Cooperation 

with various kinds of variable front-end software that 

can support full-color data along with existing legacy 

environments is also important to the success of the 

variable printing system. The Truepress Jet520 takes 

full advantage of color variable printing workfl ows, 

cooperating with these front-end software products 

and environments.

On-demand printing
The Truepress Jet520 is perfect for the on-demand 

production of local magazines and periodicals, small-lot 

printing jobs for a particular market segment, as well 

as for the immediate production of jobs with tight 

deadlines. Since it accepts printing industry standard 

PDF and PostScript DTP data, the Truepress Jet520 

fi ts right into existing printing workfl ows.



• Adobe and PDF are trademarks of Adobe Systems Incorporated.

Space requirements

Truepress Jet520 specifications
Printing method

Ink

Resolution

Printing speed*1

Printing width*2

Paper width*3

Dimensions (W x D x H)

Weight

Power source

Operating environment

Piezo single-pass printing, four tones per drop

Water-based pigment inks, water-based dye inks, four process colors (CMYK)

360 x 360 dpi, 720 x 360 dpi, 720 x 720 dpi

Maximum 128 m (419.94')/min (360 x 360 dpi)

150 to 507 mm (5.90" to 19.96") 

165 to 520 mm (6.50" to 20.47")

2,960 (116.6") x 1,766 (69.6") [2,075 (81.7") including operation panel] x 1,780 mm (70.1") [printer unit]

2,400 kg (5,291 lb) [Sinplex], 2,500kg (5,511 lb) [Single Engine Duplex]

Printer: Three phase 200 V, 25 A

 Single phase 200 V, 15 A

 Single phase 200 V, 2 A

Unwinder and rewinder units: Single phase 200 V, 17 A

Controller: Single phase 200 V, 25 A

Temperature: 18 to 24°C (no sudden temperature changes)

Relative humidity: 40 to 60% (no condensation)

*1 Maximum 64m (209.97') during duplex printing with a single engine duplex system.
*2 150 to 238 mm (5.90'' to 9.37'') during duplex printing with a single engine duplex system.
*3 165 to 250 mm (6.50'' to 9.84'') during duplex printing with a single engine duplex system.
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DAINIPPON SCREEN SINGAPORE PTE. LTD.

DAINIPPON SCREEN (CHINA) LTD.

DAINIPPON SCREEN (TAIWAN) CO., LTD.

DAINIPPON SCREEN (KOREA) CO., LTD.

• Mündelheimer Weg 39, 40472 Düsseldorf , Germany/Phone 0211-472701/Fax 0211-4727199/Telex 858-4438 DSDD D

• Michigan Drive, Tongwell, Milton Keynes, Buckinghamshire MK15 8HT, UK/Phone 01908-848500/Fax 01908-848501    www.screen.co.uk

• Bouwerij 46, 1185 XX Amstelveen, Holland/Phone 020-4567800/Fax 020-4567805    www.screeneurope.com

DAINIPPON SCREEN (DEUTSCHLAND) GmbH

DAINIPPON SCREEN (U.K.) LTD.

DAINIPPON SCREEN (NEDERLAND) BV

SCREEN FRANCE

• Suite 11, 2 Eden, Park Drive, Macquarie, NSW2133, Australia/Phone +61-2-9016-3400/Fax +61-2-9016-3425
DAINIPPON SCREEN (AUSTRALIA) PTY. LTD.

Internet web site : www.screen.co.jp
www.screenusa.com
www.screeneurope.com

• 10 allée des Cascades, immeuble Niagara, Z.I. Paris Nord 2, 95940 Roissy C.D.G. Cedex, France/Phone +33 (0)1 48178600/Fax +33 (0)1 48178601

We reserve the right to alter product design and specifications 
without prior notice.

• This brochure was made using SPEKTA 2 screening.
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